Paint Specifications & Formulas – STRICTLY ENFORCED
EFFECTIVE JULY 31, 2004
YOUR CONDO COLOR: See map.

PAINTING FORMULAS
See card file at Sherman Williams Sawmill Road Branch, phone # 761-3667, under the name of Village at Muirfield.  All formulas based on one (1) gallon batch size.

Condo Color (Siding)                 Trim               Garage Door     Chimney__ _Decks___   



     (except roof trim)             

BP            Beige #4                 Pale Beige #3        Canoe                    SAME as    Color 

                 Base White             Base White                                         Garage        Same as 

                 A15W51                 A15W51                                             Door           Condo or

                 B1-24                      B1-7+01



             Garage

                 R2-4+11                  R2-3+11



             Door

                 Y3-50                      Y3-35

                 W1-12                     W1-32

LT            Light Grey #6           Taupe #1             Corner Stone
      SAME as      Color

Deep Base                Deep Base


       Garage        Same as                                                 A15W53
        A15W53
                                    Door           Condo or

                  B1-45                       G2-3



            Garage

                  G2-1                         B1-2Y19



            Door

                  N1-2Y18                  R2-24

                 Y3-2                          Y3-4Y39

                 L1-3                          W1-32


   W1-4y32

DT            Dark Grey #2              Taupe #1            Utterly Beige      SAME as    Color

                 Woodscapes                  Deep Base      (Standard Paint)    Garage        Same as

                 A15W53                       A15 W53


        Door           Condo or

                 B1-4Y 48                      G2-3



            Garage

                 Y3-2Y 39                      B1-2Y19



             Door

                 W1-41                           R2-24

                 R2-1                              Y3-4Y39

                                                       W1-6y
============================================================================

                 Roof Trim #5 

  Woodscapes                  Solid Color Stain
   Deep Base

   A15W53

   B1 - 4y21+11

   R2 - 43

   Y3 - 4y 45+11

============================================================================

Recognizing that material and products change over time, the Standards Committee will look at any proposed material or products that deviate from the above, and if acceptable, may approve on a case-by-case basis.  ANY VARIATION TO THE ABOVE MUST BE APPROVED BY THE STANDARDS COMMITTEE BEFORE WORK IS DONE. NO EXCEPTIONS.
Appendix 5 – Lighting, House Number, Front Doors and Hardware 
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Cylinders for Exteriors

and Interiors

Heavy duty aluminum construction with die cast
aluminum wall bracket. Finished with powder
coat paint for superior resistance o chipping and
Jading. UL lsed for wet locations.

Product No._Finish Lample)
64120 Brome  Onelightdown €W 127l 12500 QPARSS
PSG30 White Exends 875" or 150w BR40
BSGA3L  plack HICTR 412"

PSGHE  Metali Gray

P56 Brome  Twolightupfdown.  6'W. 18"kt 2250wQ PAR3S
56230 White For use in wet locations Extends 87/5"
PS03 Black specify 79831 10p  H/CTRS

PSG262  MebllcGray coverlens,

74120 Brome  Onelight 6 oflinder 6" dia, 12'ht. 1250w Q PARIS
PS74130  White ‘mounts flush loceling, or 150w BR40
P13 Black or hangs with pendant

Sccessony ki,

5* Cylinders

Product No,  Finish s Size Lol

PS40 Bromse Onelightdown 5" W, 74/4"ht. 175w PARIDor
PSGA30  White Exends . 75wBR30

Pse7sL

PS@482  Meallic Gray

P75 Bronae Twolightupfdown 5" dia, 14 ht. 275w PAR30
PS67530 Foruse inwet Exends "
PS67531  Black locations specfy  H/CTR 7"
PSG7582  Metallic Gy 879931 top cover

lens,
PS77420  Bromse Onelight mounts 5" dia, 612" ht. 175w PAR30 ot
PS77A30  White Aush o clling. 75w BR30
P31 Black

iy

Black H/CTR 272"
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9234AZ 9234 WH 9236AZ

9118 Archicectural Bronze
Smoke luster glass. I-light, 100-W.
Max. (M) and R-20, 50-W. Max: (M)
Het. 147, Width 8", Extension 9",
Hgt. from center of wall opening 9/4",
UL listed for wet location.

9246 Architectural Bronze®

9246 White (not shown)

2-fight, BR-40, 120-W. Max. (M)

Ht. 15, Width 6", Extension 814",
Het. from center of wall opening 7/4"
UL listed for damp location.

9234 Architectural Bronze®
9234 Whice®

I-fight, BR-30, 65-W. Max, (M) Hgt. 7,
Width 4V2%, Extension 7', Hgt. from
center of wall opening 3"

UL listed for wet location.

9670 Architectural Bronze
Clear glass. I-fight, 60-W. Max. (M)
Het 124 Width 7°, Extension 5", Hgt.
from center of wall opening 6/4", UL
listed for wet location,

US. Patent Pending

~— 9236 Architectural Bronze®
9236 White
I-light, BR-40, 120-W. Max. (M) Hgt. 5"
Width 6", Extension 8/4", Hgt. from
center of wall opening 3/4"
UL listed for wet location.

9672 Architectural Bronze

Clear glass. [-light, 75-W. Max. (M)
Ht. 16", Width 97, Extension 6, Hgt.
from center of wall opening 8",

UL lsted for. wet location.

US. Patent Pending

9244 Architectural Bronze®
9244 White

2ight, BR-30, 65-W. Max. (M)

Het. 12", Width 414", Extension 7.
Hgt. from center of wall opening 6"
UL. listed for damp location,

9834 White
4 1-light, BR-30, 65-W. Max. (M)
Dia. 414", Hgt. 814",

UL listed for damp location,

* lusrated with biack grooved baffe.
Hust be ordered separatey

Accessory Options
@ 9534 BK. (s 9544 BK. a
Lens accessories Eoture ] 95341 95361 9544 9546 pgppness 4
Convert open top units 9234 2 control
<o outdoor apliations 33 e
Heat resans gass ers f : Grooved black
9536 BK  with biack Fare =8 . ey
e 28 - foweven surface brghtnes. |9546 B





NOTE: Only downward lighting is acceptable excluding model no. 9118 az , 9670 az, 9672 az set forth above – no coach lights- only black or bronze in color.  Replacements using these light fixtures d(except for those excluded above) do not require pre-approval. These fixtures are found in lighting stores and may have to be specially ordered. And are not generally found at local hardware stores. Motion detectors or any other proposed changes may be permitted on a case-by-case basis only if pre-approved  in advance by the Standards Committee. 

Accent Lighting 

Malibu (Black only) - low voltage lighting: Model No.

                                 Bollard Style Capped-Top

                                 Light

                                 CL635R

                                 Styling that appeals to

                                 everyone. This Halogen Bollard

                                 Style Light provides an

                                 intriguing lighting effect as light

                                 is reflected off an internal,

                                 inverted cone to illuminate

                                 walks and steps. Works

                                 exceptionally well as a border

                                 light. 20 Watt Fixture




                CL507 (tree accent lighting)

                                 Round Surface Light

                                 CL903

                                 Heavy duty die cast metal

                                 construction. Installs on the

                                 surface of a wall or step riser.

                                 8 Watt Fixture

                                 Round Surface Light

                                 LT8

                                 Mounts onto walls and other

                                 flat surfaces to provide safety

                                 lighting for steps and

                                 walkways. Position fixture

                                 where it will be most effective.

                                 Turn the shade upwards to

                                 highlight textured wall

                                 surfaces. 7 Watt Fixture

· The high-voltage (black or tan) lighting previously approved is no longer available.

· Any other lighting requires pre-approval from the Standards Committee before installed.
Gutters and Downspouts

· Seamless 6 inch required for any replacement gutters due to slope of roof, and must be painted along roof to match roof trim.  

· Downspouts must be 5 inch and must match color of condo unit it abuts.

Garage Doors 
· Replacement wood  panels available from Mid-State Door Sales 614-864-6200.

Front Door and Front Door Hardware

· All front doors must be glass.  (Etched glass will be permitted.)  The original door is Peachtree Avanti Model A19 size 2’6 by 6’8.  The model is available and can be ordered through a Peachtree dealer. 

· Front door hardware must be silver and must be approved by Standard’s Chair prior to installation.  (The original hardware company is no longer in business.) The lockset for the front door that closely matches the original is a Schlage H-Series Interconnected with a single (exterior) Key.  Levon is the style in the brushed chrome finish available at Lowe’s. 

No storm or screen front door permitted.

House Numbers

· House Numbers: 4 inch black only positioned so visible from street (Gerber Industries, classic font plastic numbers painted in a low luster black paint), each number is $2, and is to be installed horizontally below light on garage or vertically underneath front porch light. (Condo Assn providing each unit with numbers.  Replacements available from Worthington Hardware in Worthington, OH.)
Front Door and Front Door Hardware

· All front doors must be glass.  (Etched glass will be permitted.)
· Front door hardware must be silver and must be approved by the Standard’s Chair prior to installation.  (The existing hardware company is no longer in business and the Standard’s Chair is in the process of formulating new specifications.  Until such specifications are published, any proposed hardware must be similar to original unit and requires prior approval before installation.)
· No storm or screen front door permitted.
